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KINETIC AC wireless doorbell, 230V with battery-
less button
symbol: OR-DB-AV-132

Manufacturer:
ORNO-LOGISTIC Sp. z o.o.
ul. Rolników 437, 44-141 Gliwice
tel: 32 43 43 110
www.orno.pl

I SBN 5902560327359

5 902560 327359 >



The main features:
Easy to install, doesn't require a cable connection For sound signalization and
alarm Transmitter powered by the electromechanical transducer - battery not
required Ideal as a doorbell or as a calling device for seniors Learning system
(automatic configuration of additional accessories) 32 selectable polyphonic
ringtones.

RANGE IN THE OPEN
AREA:
70m

Possibility of
extension by an

additional
transmitters

POWER SUPPLY OF
THE RECEIVER:

230V~, 50Hz

NUMBER OF
RINGTONES:

32

Volume
adjustment

TYPE OF POWER
SUPPLY OF THE
TRANSMITTER:
battery-less

PROTECTION
RATING:
IP44

Technical specifications:

General Information

Type of transmission: wireless

Range in the open area: 70m

Colour: white

Possibility of extension by an additional transmitters: yes



Receiver

Power supply of the receiver: 230V~, 50Hz

Type of power supply of the receiver: mains power supply

Number of ringtones: 32

Doorbell volume (db): 60-85

Volume adjustment: yes

Optical indication: no

Dimensions of the receiver (width x height x depth
[mm]): 58 / 96 / 70

Transmitter

Type of power supply of the transmitter: battery-less

Protection rating: IP44

Dimensions of the transmitter (width x height x depth
[mm]): 33 / 85 / 30


