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Settings for recording video to SD card.

1. Using Partizan Device Manager application find the necessary camera and open its settings.

o Partizan Device Manager 2.0.4 W

+ Add o

T

OB ® -=x

IP: 10.0.79.196 o Storage management
Device: HVR

Y Overwrite full HDD No Read/Record

¥5 192.168.20.110
= 10.0.79.174
™ 10.0.79.66

7 10.079.214

| 28 10.0.79.196 |

Quick search <

Storage < 0 1 81 Read/Record oK
Users <
Network <
Video <
Alarm <
PTZ <
Service <

Save

2. Go to the Storage tab,

open Storage management menu item and format the SDcard.

o Partizan Device Manager 2.0.4 W

+ Add °

T

OB ® -5 x

IP: 10079.174 ° Storage management
Device: HVR

v Overwrite full HDD No Read only

53 192.168.20.110

&= 10.0.79.174

™ 10.0.7966

W 10079214

Quick search <

Selected # Disk Type Sta
m) 1 2-1

tus
Read/Record OK
Storage ~

Storage information
| Storage management

Users <
Network <
Video v

Overlay settings

Video settings
Video parameters

Alarm <
PTZ <
Service <

WWW.PARTIZAN.GLOBAL




N
PARTIZAN

I

BEST SOLUTION FOR COMPLETE SECURITY

FROM EUROPEAN MANUFACTURER!

3. Open Recording settings menu item in the General tab.

o Partizan Device Manager 2.0.4 W o E Q - &
IP: 10.0.79.174 ° Record settings
Device: HVR
e Channel 1 v
a  Video fragment duration hd 60 4 min
General v
Prerecord A 5 4 sec
Record mode Schedule v
Week days All v
Regular Detect Alarm
Storage v Schedule2 ¥ 00 a :¥ 00 « - ¥ 00 00 O O O
Schedule3 ¥ 00 « : v 00 a - ¥ 00 00 O O O
Schedule4 ¥ 00 4 :v 00 4 - ¥ 00 00 O O O
Users <
Network <
Video v
4. Set the recording file length in minutes in the Video fragmentduration item.
o Partizan Device Manager 2.0.4W o E ﬂ —_
IP: 10.0.79.174 ° Record settings
Device: HVR
Channel 1 v
v
a | Video fragment duration v 4 min
General v
Prerecord - 5 4 sec
Record mode Schedule v
Week days All -
Storage v Schedule2 ¥ 00 a : 00 4 - ¥ 00 00 d (] O
Schedule3 ¥ 00 « : v 00 a - ¥ 00 00 O O O
Schedule4 ¥ 00 a : v 00 a - ¥ 00 00 O a O

Users <
Netwaork <
Video v

Overlay settings

Video settings

Save

WWW.PARTIZAN.GLOBAL




BEST SOLUTION FOR COMPLETE SECURITY
. FROM EUROPEAN MANUFACTURER!
PARTIZAN :

i.l

5. Select the pre-recording time in Pre-recording item (this is the time which will be recorded before
the beginning of the movement if motion detection record is enabled).

G Partizan Device Manager 2.0.4 W OBS% - 7 x
=R 100.79.174 ° Record settings
Device: HVR
. Channel 1 v
a Video fragment duration v 60 A min
General v
Prerecord v 4 sec
Information
Record mode Schedule v
General settings
Week days All v
Operating mode
Record settings Regular Detect Alarm
Play video Schedulel ¥ 00 & : % 00 a - ¥ 24 a:v 00 « (W) m O]
Storage v Schedule2 ¥ 00 & :% 00 « - ¥ 00 a:v 00 « [ O O
Storage information Schedule3 ¥ 00 4 :¥ 00 4 - ¥ 00 a:7v 00 « [ O O
Storage management Schedule4 ¥ 00 4 : ¥ 00 4 - ¥ 00 4 :v (00 & G G [j
Users <
Network <
Video v

Overlay settings

Video settings

hd

6. For the Scheduled mode choose the time period when the recording will be carried out.

Q Partizan Device Manager 2.0.4 W OB & - o x
7 " 10079.174 ° Record settings
Device: HVR
v Channel 1 v
A Video fragment duration v 60 4 min
General v
Prerecord hd 5 A sec
—
Record mode Schedule v
Week days All v
Operating mode
Play video Schedulel ¥ 00 4 : v 00 a4 - ¥ 24 4 :v 00 a| (W) (O] (m)
Storage v Schedule2 ¥ 00 «: ¥ 00 «a - ¥ 00 «:v 00 «| ) a O
Users <
Network <
Video v

Overlay settings

ideo settinas
Video settings
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7. Choose the recording method — upon movement detection, constantly or by alarm.

Q Partizan Device Manager 2.0.4 W OB & - & x
IP: 10079.174 o Record settings
Device: HVR
e Channel 1 A
A Video fragment duration v 60 A min
General v
Prerecord A |5 A sec
Information
Record mode Schedule A
General settings
Week days All hd

Operating mode

Record settings Regular  Detect  Alarm
Play video Schedulel ¥ 00 & :v 00 a4 - ¥ 24 a:v 00 a | W w O]

Storage ~ Schedule2 + 00 a: ¥ 00 4 - ¥ 00 a: v (00 a

O O a

Storage information Schedule3 ¥ 00 4« : ¥ 00 4 - ¥ 00 4« :¥ 00 & G G [j

Storage management Schedule4 ¥ 00 « : ¥ 00 4 - ¥ 00 a:¥ 00 a G G G
Users <
Network <
Video v

QOverlay settings

Video settings
Save

8. The time period cannot be set in Manual and Stop modes.
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WIFI connection configuration.

1. Select the «WiFi settings» menu item in the «Network» tab and switch On in the «Enable WIFI» field.

G Partizan Device Manager 2.0.4W OB % = x
IP: .0.79.. iFi i
+ Add ° ) 10.0.79.214 e WiFi settings
Device: IPC
T v Enable WiFi
4 DHCP
=
¥= 192.168.20.110 General v
= 10.0.79.174 IP address 192.168.1.12
™ 1007966 b B S5E 5 0
Subnet mask 255 5.0

General settings
® 10079214
Default gateway 192.168.1
gwevn
Play video Password

Users < -
Available WiFi networks

Network
)

Network settings W RD-24GHz

' Sales

' budgild-asus
W UKRLIDER_2
W BUDGILD-ASUS3

<

b :
Quick search <

2. Configure the network settings manually or enable DHCP option.

o Partizan Device Manager 2.0.4 W OB % - x

+ Add o P 10079214 o WiFi settings
Device: IPC
T 4 Enable WiFi @ Off

4 | pHep @) o
=
Y2 192.168.20.110 General ~

= 10.0.79.174 IP adc

W 100.79.66

General settings
W 10079214

) Default gateway 192.168.1.1
Record settings - ;
Snapshot settings Network tide any
Play video Password

Users < .
Available WiFi networks

Network v
v)

Network settings W RD-24GHz

v s
' budgild-asus
W UKRLIDER_2

¥ 5UDGLD-ASUs3

ke :
Quick search <
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3. Click on the «Search» button and select the correct network from the list of available ones.

o Partizan Device Manager 2.0.4W

T T

IP:
+ Add °

Device: IPC

10079.214 ° WiFi settings

Enable WiFi €D o

73 192.168.20.110

General v

4 DHCP €D or

= 10079174

© 100.79.66

W 10079214

Users <

" IP address 192.168.1.12
GEITTEED

S Default gateway
Record settings
Snapshot settings Network title )
Play video Password

= " Subnet mask 2552552550
General settings

Network v

Available WiFi networks

Vi

Network settings W RD-24GHz

G | v -

' budgild-asus
G

W UKRLIDER_2
W BUDGILD AsuUs:

NTP settings

Quick search <

“ ¢ oz

s W

4. Enter the network passwo

rd and click on the «Save» button.

G Partizan Device Manager 2.04W

P
+ Add °

T A

10079214 ° WiFi settings

Enable Wifi © o

Device: IPC

35 192.168.20.110

= 100.79.174

W 1007966

W 10079214

Use

4 DHeP € o

OB & —°x

General v
IP address 92.168.1.12
Information
- " Subnet mask 255.255.255.0
General settings
Default gateway 2.168

Record settings

Network title )

Snapshot settings

Play video Password essscsssssee

Network v

ers < . ) o
Available WiFi networks

Network settings ¥ RD-24GHz

GRS | Y-
" ) W budgild-asus
T
W' UKRLIDER 2
W soGILD-AsUS3
NTP settings

= :
Quick search <

5. Disconnect the net cable from the camera and retry the device search.
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